
Façade Project Planner 

AWNING: New  Repair 

Material: Canvas Metal    

Color:  Red  Blue  Green  White  Other Color: 

Style:  Shed  Bullnose 1/4-Round Concave Arch  A-Frame  

Dimensions (Rough Measurements):    Height: Width:  Projection: 

Logo:  Yes  No  If yes, attach logo graphic. 

Content: Yes  No  If yes, state content: 

PAINT:  

Main Building: Yes  No  Color: 

Trim:   Yes  No  Color: 

Door(s):  Yes  No  Color: 

Window(s):  Yes  No  Color: 

SIDE TO BE PAINTED:     FRONT L. SIDE R. SIDE REAR 

Preparation Needs:  Scraping/Sanding  Caulk/Seal    

(Obtain exact color names and color numbers from paint manufacturer websites (Sherwin Williams, Benjamin, Dutch Boy, 

Lowes, Walmart, etc.) 



MASONRY/CONCRETE: 

Sidewalk Repair:  Deep crack  Section missing  Buckling at Seam 
 
Length/Width  L=    W=  L=    W=    

 

New Sidewalk  L=   W= (minimum 5 ft)  D= (minimum 4 inches) 

Masonry Repair to Brick: Missing Brick Tuck-pointing 

New Brick:   Style   Color#   Brick Dimension 

Masonry Repair-Stucco: Spot Repair Size:   L/W/H 

New Stucco:  Area Dimensions: H=    W= 

    Color: 

    Special Finish Style, if desired: 

WINDOWS: 

Windows:   Repair  Replace 

Number of Windows: 1 2 3 4 If more than 4, give # ______  

Style:    Double-hung Single-hung  Casement 

Glass Style:   Picture  Grid(s) 

Material:   Metal   Wood   Fiberglass  Vinyl 

Dimensions:    (L/W/H) 

Manufacturer and Item # (if known): 

DOORS: 

Doors:   Repair  Replace 

Number of Doors:  Jams:   Trim: 

Weatherstriping:  Repair  Replace 

Entrance Door:  Single  Double 

Door (Other):  Single  Double  Single w/ sidelites 

Material:   Metal   Hardwood  Fiberglass  Vinyl 

Style:    Flush   Panel (1, 2, 4) Window  Grids in 

Glass 

Dimensions:  (L/W/H) 



LIGHTING: 

Lighting:     Repair  Replace 

Number of Light Fixtures:  1 2 3 4 If more than 4, give # ______ 

Location of Fixtures:   Porch   Mounted to Bldg  Pole 

Illumination Classification:  Incandescent Florescent   LED 

Mount Style:    Wall  Flush Ceiling Pendant Projection 

Existing Electrical:    Yes   No   

Manufacturer and Item # (if known):  

SIGNAGE: 

Sign:  New  Repair 

Material: Wood  Metal  Vinyl/Acrylic      

Color:  Red  Blue  Green  White  Other Color: 

Style:  Square Rectangle Round  Oval  Custom (provide sketch)  

Dimensions: Length:   Width:    Height: 

Logo:  Yes  No  If yes, attach logo graphic. 

Content: Yes  No  If yes, state content: 



FENCING: 

Fencing: New  Repair 

Material: Wood  Metal Rail Chain-link Pre-made Panels:  Wood  Vinyl   

Color:  Black  Gray  Tan  White  Other Color: 

Dimensions:  

FRONT: Length:   Width:    Height: 

SIDE 1: Length:   Width:    Height: 

SIDE 2: Length:   Width:    Height: 

REAR: Length:   Width:    Height: 

Swing Gate: Yes  No  If yes, single or double gate 

Locking Yes  No  If yes, install for use with Pad Lock? 

IRON BAR/POLE REMOVAL & DISPOSAL: 

Remove Bars FROM: Windows   Doors 

Remove Pole FROM: Attached to Building Free-standing 

Other: 

Architectural Detail/Carpentry: 

Detail: Existing—need repair New 

Detail: Cornice Frieze  Column  Other: 

Dimensions:  

  Length:   Width:    Height: 

  Length:   Width:    Height: 

  Length:   Width:    Height: 

  Length:   Width:    Height: 

Materials: Concrete   Wood   Other: 



Landscaping:  Trees Only 

Trees City Standards:    

Minimum Caliper 3”     No broken limbs      No wounds, scraps or gauges  

Planting Amendments:  Planting Soil, Compost, Weed Pre-Emergent, Fertilizer 

 

Desired Size Caliper:    3 inch   5 inch  Other:    

Desired Height at planting =  6 ft  10 ft  14 ft  Other: 

Include Tree Watering Bag (Recommended):  Yes  No 

 

Other: 

Roofing: 

Roof Style: 

 

 

 

 

 

 

Remove deteriorating shingles and: 

Replace with stardard 3-tab shingles   Replace with architectural shingles 

 

Remove and replace felt or similar moisture barrier, when applicable 

 

Remove and replace rotting plywood base: Replace with pressure treated lumber only 



Security Monitoring System Installation: 

Special Criteria: Security Camera Monitoring System 

1. Security cameras must be purchased as a part of an overall façade improvement project, with at 

least one other eligible improvement element. 

2. Façade improvement funds can only be used towards the purchase and installation of security cam-

era monitoring system. Maintenance costs are not eligible. 

3. The maximum amount of façade funds that may be allocated to the purchase and installation costs 

of cameras shall be ten percent (10%) of the total funds awarded to an applicant, not to exceed $2,500. 

4. Applicants must sign an agreement which allows the City of Columbia Police Department to 

access footage upon request for official purposes for a period of time no less than the minimum 

term associated with funding. 

5. Security cameras must meet all equipment specifications required by the city. 

 

 

 

 

 

 

 

6. Applicants who have previously received, or may be eligible in the future for, City of Columbia grant 

or loan funds for security cameras will not be allowed to apply façade dollars for the purchase and/or 

installation of security camera monitoring system under the façade improvement program. 


